Wire connector kits

Name Collective packaging Catalogue no.

| WIRE CONNECTORS  Smer
Whoq | Sciz- 1o LEVER, PUSH-IN. IN-LINE= «~ —

COMBOT | sei3-10pes | 88 000 901
20) 0CS SCLS - 10 pes

www.idealnaszybkozlaczka.pl

IDEAL
COMBO 2

SGP2 - 30 pcs

SCP3 - 30 pos
scpa-30pcs | 06 U00 302

SCS2 - 30 pes

SIMET S.A.
Al. Jana Pawta I 33
58-5006 Jelenia Gora

120 pcs

Domestic sales:
tel.: +438 10 64 11492
sprzedaz@simet.com.pl

SCLZ - 10 pes
SCL3 - 10 pes
SCL5 - 5 pes

SCP2 - 10 pes
SGP3 - 10 pcs

IDEAL
COMBO 3

30 pcs

88 000 903 International sales:

tel.: +48 75 64 /1 481
export@simet.com.pl
exportZ@simet.com.pl

SCP4 - 10 pes
SCP6 - 10 pes

SGS2 - 15 pes

SCL2 - 30 pes
SCL3 - 40 pes
SCL5 - 20 pes

SCP2 - 30 pes
SUP3-30pes | 88 000 904
SCP4 - 20 pes
SGP5 - 15 pes
SCP6 - 15 pes
SCP8 - 10 pes

SGd2 - 30 pes

IDEAL
COMBO 4

240 pcs

SGL- LEVER, SCP- PUSH-IN SCSZ- IN-LINE SZYBKOZLACZKA
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WIRE CONNECTORS

Small size provides a convenient connec- @

tion in hard-to-reach places. They are an  Halogen-free '
excellent choice for combinations of 7L o
cables with different cross sections. The
SCP series is used for connecting wires in
electrical boxes, lighting technology and
other electrical installation work.
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WIRE CONNECTORS
LEVER

Provide ideal solutions for connecting Halogen-free/

(\'

N’
WIRE CONNECTOR
p— IN-LINE
Made in USA

(SCP2, SCP3, SCP4) An excellent choice for extending the
connection. Tool-free push-in assembly Halogen-free
makes installation extremely fast and
easy. As an added bonus, there are two
test ports for checking the connection.
Owing to its design, the connector can be

ku({. * used in small home boxes as well as more
Vapa® extensive installations.

Innovative position of levers
made of polyketone

Polycarbonate housing
Polycarbonate housing

®)

solid, stranded or flexible wires. Their ver-
satility and modern design makes lever
wire connectors safe, easy to assemble and
reusable. The SCL series can be used on all
AC electrical installations up to 32 A.

&\ Transparent housing allows
\ Trans arent housing allows optical ~ ot -
N ek S Made in Japan optical verification of the connection
2 (SCP5, SCP6, SCP8)
Test port to check Concave erooves Transparent housing allows Vest port ty check |
the continuity of connection on side surfaces Ugfthe connector optical verification of the connection the continuity of connectior Test port to check

[ALETY

the continuity of connection

Collective Catalogue
packaging no.

ADVANTAGES

Collective Catalogue ADVANTAGES Name Collective Catalogue
packaging no. packaging no.
40 pes a8 000 303 & Esqobggsﬂsogpagl é[é%ecs’[[r:ilgillinstallations - 10C pGS 88 000 00 ¥ Patented technology 38 000 1;8
10 pCS 33 001 303 e 88 001 001 & Used with rigid cables: 338 001108
10[ j

 Can be used on all

AC electrical installations up to 32 A Scl_z

" With all types of cables: ™~ Used with rigid cables:

r- . - from 0.75 to 4 mm? for solid wires
- from 0.2 to 4 mm? for solid wires 88 000 313 - from 0.75 to 4 mm? for solid wires 33 000 008 - from 1.5 to 2,5 mm? for stranded wires
- from 0.14 to 4 mm? for flexible wires - from 1.5 to 2,5 mm? for stranded wires 88 001 008
. . 3. 88 001 313 4 Can be used on all AC electrical installations up to 32 A
4 Wire strip guide to check the correct stripping length ™ Color coded for easy identification 100 nCS 88 000 004
& Solid and stranded conductor m 88 000 323 (v ldeal for quick connections or for extending short cables
o . .
inserted without lifting the lever " Ergonomic and compact design 88 001 004 o Ergonomic and compact desig
¥ Safe and reusable m_E’O pes m .

m 50 pes 38 00C / Easily passes through standard knockouts
-m- 38 000 007
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Specification

Specification Qg

SCL2 SCL3

Width 133 mm 189 mm Width 1321mm | 1753mm | 2083mm | 2303mm | 1532mm | 3503 mm Width 243 mm

Height 10.5 mm Height 9,65 mm 9,02mm | 15,42 mm 9,02 mm Height 1456 mm

Depth 18.6 mm Depth 19,81 mm 18,52 mm 18,21 mm Depth 10.34 mm

Conductor == 0,2 ... 4 mm? Conductor === 0.75... 4 mm? P e —— 0,5... 4 mm?
Cross-Section 014 4 mm? | cross-section == 5.... 2,5 mm? (7 strands) Cross-section  y—~==s 1. 2,5 mm? (7 strands)
Length of stripped wire 11...12 mm Length of stripped wire 13 mm Length of stripped wire 13 mm

Max. ambient temperature 85 °C /105 °C* Max. ambient temperature 85°C /105 °C* Max. ambient temperature 85 °C /105 °C*

Voltage rating 450V / 600 V* Voltage rating 4o0V/600 V" Voltage rating 450V / 600 V*

Max. current 32 A Max. current SZAT20N 24AT20 K Max. current 32 A/ 20 A*

Standards EN 60998-1; EN 60998-2-2; *UL 486C Standards EN 60998-1; EN 60998-2-2; *UL 486C; UL 467 EN 60998-1; EN 60998-2-2; *UL 486C Standards EN 60998-1: EN 60998-2-2: *UL 486C: UL 467

(€ & U wons & %5 ¢ up @— CE U wons @ 85 @

CE 25 wons



